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DO NOT SCALE FROM THIS DRAWING

Figured dimensions only are to be taken from this
drawing. All dimensions are to be checked on site
before any work is put in hand.
If in doubt, ask.

All SHH drawings to be read in conjunction with relevant SHH
Finishes, Sanitaryware, Lighting & Ironmongery schedules.

Any discrepancies to be highlighted to SHH prior to procurement
and in good time.
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+130,122 Existing masonry level. Check on site
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New natural coping stone to
new castellation on dpc
Refer to NBS: F21/111.

Dress lead into mortar joint as per
LSA standard details.
Refer to NBS: H71

Steel bar between
castellations for protection
from falling. Comprised of
30x30mm mild steel bars
painted black.

New brickwork to new castellation
in flemish bond to match existing
Refer to NBS: F10/110.

Fall

1:80 Fall

Fleece backed single ply
membrane laid to 1:80 falls fully
adhered. Bauder or similar
approved.
Refer to NBS: J42/110A

Existing cornice to be replaced
with new natural stone cornice to
match existing profile.
Refer to NBS: F21/111.

Mastic sealant and preformed
metal trim by single ply installer

Code 5 Lead flashing - All
joints and laps to LSA details
Refer to NBS: H71

Code 5 lead over flashing to
LSA details.
Refer to NBS: H71
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Existing piers and coping
to be retained, cleaned
and made good where
necessary. Refer to
specialist spec.

New castellations with
new coping stone,
masonry and painted mild
steel bars for protection
from falling
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1100mm high from FFL toughened &
laminated glass screen for protection
from falling. Width tbc when sliding
roof box opening location is
confirmed.

New brickwall to rebuilt turret.
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Check full width dimension on site
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Eclipse thermal ip camera
hidden within brick
castellations

New brickwork to new castellation
with stone coping

Existing masonry wall

Existing stone corner pier

Fireplace chimney fans to be
hidden in brick & stone piers to
suit castellation

Access doors cladded in brick to provide access to fireplace chimney flues and fans

3.02
STAIRCASE 5

Code 5 lead over flashing to
LSA details.

Existing cornice to be replaced
with new natural stone cornice to
match existing profile. F21/111.

Existing chimney flues to be
redundant. Refer to Firaplace
specialists spec.
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SCALE 1:5 @ A1; 1:10 @ A3

TYPICAL TOWER PARAPET SECTION DETAIL
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SCALE 1:25 @ A1; 1:50 @ A3

TOWER SECTION AA - CASTELLATION SETTING OUT ELEVATION
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SCALE 1:25 @ A1; 1:50 @ A3

TOWER SECTION BB - CASTELLATION SETTING OUT ELEVATION
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SCALE 1:25 @ A1; 1:50 @ A3

TOWER SECTION CC - SECTION THROUGH STAIR 5

T01 17.11.17 Tender Issue ZS

01.12.17 Tender Issue ZST02

PL01

19.01.18 CKPL01 Planning Condition Approval
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