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(4.2.3.) New floor finish,
carpeted in new living room

area and bedroom 4.

(4.2.2.) New floor to
infill staircase void.
Size of new joists to

match existing
minimum 175 x 50

C24 at 400 c/c

(7.2.3.) New drainage
system to be run

under the floor joists
for the shower, toilet
and basin in new en-
suite for bedroom 4
and upper level on

first floor.

(4.2.4.) Install new ply
floor finish over existing
to take tiled finish within

en-suite and WC

(4.3.1.)  Make good
existing ceiling with

new plasterboard and
skim.

(4.5.3.) Install new 4
panel timber doors and

ogee architraves and ss
ironmongery to all new

door ways and
cupboards.

(4.5.4.) Install new ogee
150mm skirting

throughout.

FB
1: 203 x 203 x 60 U

C

Living
Room

Bedroom 4En-suite

Up

(4.1.4.) Construct
new insulated timber

stud (125mm CLS)
wall, 12.5mm

plasterboard/tile
backer board and

skim full fill rock wool
insulation between

studs in the existing
modern opening and

existing door
opening.

(4.1.5.) Erect a new (125mm
CLS) insulated timber stud wall
12.5mm plasterboard/tile backer
board and skim full fill rock wool
insulation between studs dividing
rear room into bedroom and en-
suite, full fill rock wool insulation

between studs
(4.1.2.) Remove
modern brick
fire surround. Block
up chimney/ fire
place with
recessed bricks,
central air brick
three course high.

(2.1.2.)  Replace
with new single
glazed timber sliding
sash windows,
including timber cills
and window
boards,making good
internally.

(4.5.1.) Construct built-in
wardrobes fixed to the stud wall
in bedroom 4. Built in wardrobes
to incorporate matching door for

access to the new ensuite.

( 4.5.2.) Replace
stair treads to 2nd
floor with new
treads
incorporating
nosing to match
original removed
nosing measured
from slots in
skirting. Make
good generally.

FB2: 203 x 203 x 46 UC
+ 12mm thick plate

WC
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