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NOT IN SCOPE

Fletcher Priest Architects is a Limited Liability Partnership registered in
England and Wales (OC336568) at the below address. ≡ this drawing
is to be read in conjunction with the design risk assesment prepared by
fpa. ≡ this drawing is to be read in conjunction with other drawings and
specification produced by fpa and other members of the design team. ≡
all dimensions are in millimeters unless otherwise stated. ≡ do not
scale this drawing. ≡ any discrepancies in dimensions are to be
reported to the architect. ≡ all information subject to detail site survey.

DRAWING NOTES:

1. Drawing indicates design intent only.
2. The contractor is responsible for taking and scheduling all

dimensions on site.
3. New skirting to match existing

LEGEND

Detail reference and drawing number

Level
Door type
Door number           

Room tag

01.D.01

ROOM
         RM.02

ED: Existing    D:New  RD: Riser
FD: Fire Door  EX: External
CD: Cubicle Door

PARTITION TYPES

REFER TO 7000 SERIES DRAWINGS AND PARTITION
SPECIFICATION FOR PARTITION TYPE AND DETAIL DRAWINGS.

A - FLOOR TO UNDERSIDE OF STRUCTURAL SOFFIT PARTITION
      WITH MOISTURE RESISTANT BOARDS AND ACOUSTIC
      BARRIERS ABOVE AND BELOW AT 40 db RATING.
B - FLOOR TO UNDERSIDE OF CEILING PARTITION.
C - OPTIMA REVOLUTION 54 WITH CRITAL SYMMETRY SYSTEM
     DOUBLE GLAZED PARTITION SYSTEM WITH HIGH ACOUSTIC
     PERFORMANCE AND PLASTERBOARD BULKHEAD ABOVE
     MULLIONS AND TRANSOMS TO BE PPC RAL 9011. 64db RATING
D - FLOOR TO UNDERSIDE OF STRUCTURAL SOFFIT PARTITION
      WITH ACOUSTIC BARRIERS ABOVE AND BELOW. 64 db RATING
E - BUILT OUT FROM EXISTING WALL

NOTE: FIRE RATINGS TO BE CONFIRMED WITH BUILDING
                    CONTROL ADVISOR AND FIRE CONSULTANT

FIRE RATING CODES
1 - NOT FIRE RATED
2 - 30 MINUTES
3 - 60 MINUTES
4 - 90 MINUTES
5 - 120 MINUTES

WALL STRENGTHENING

REV - TENDER JM EW 01.06.2017
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