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DO NOT SCALE FROM THIS DRAWING

Figured dimensions only are to be taken from this
drawing. All dimensions are to be checked on site
before any work is put in hand.
If in doubt, ask.

All SHH drawings to be read in conjunction with relevant SHH
Finishes, Sanitaryware, Lighting & Ironmongery schedules.

Any discrepancies to be highlighted to SHH prior to procurement
and in good time.
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Window bay extended from
first floor to ground floor in

similar style and proportion.

Brick bat box

Proposing metal balustrades
above the stone parapet.

New stone fill in balcony
parapet. - F21/110.

Reducing height of window to match
existing height of adjacent windows.

Allow for new stone works
accordingly.

New stone fill in
balcony parapet.

- F21/110.

Proposing metal balustrades
above the stone parapet.

New brickwork of castellations with
new stone coping.

Existing turret rebuilt to match
existing shape on plan but

higher height.

Centurion hd ptz camera hinged
mount adapter with lamp 9kg.

Eclipse thermal ip camera hidden
within brick castellations pier with a
hinged panel at rear and a circular
hole in brickwork at front.

New brickwork castellations with
stone coping at higher height -
F10/110.

New stone coping string course -
F21/111.

Stone course - F21/111.

New air-bricks -
F30/160A

Brick

Existing brick infill balustrade to be
removed and replaced with stone
infill as per detail.- F21/110.

Tiled roof reinstated
in existing pattern.

Tiled roof reinstated
in existing pattern.

Brick

New curved natural stone copings
over dutch gables - F21/111.

New stone as per detail F21/110.

New stone finial and key stone as
per detail  - F21/111.

Existing ridge tiles carefully
restored and reinstated.

Stone

Stone

Stone

Stone

StoneStone

Existing stone window mullions
carefully removed and good ones
salvaged for reuse.
Please refer to PAYE report of SHH
drawings 221 for scope and extent
of stone repairs and replacement.

Existing stone window mullions carefully
removed and good ones salvaged for reuse.
Please refer to PAYE report of SHH drawings
221 for scope and extent of stone and brick

repairs and replacement.

Existing stone window mullions
carefully removed and good ones

salvaged for reuse.
Please refer to PAYE report of SHH
drawings 221 for scope and extent
of stone repairs and replacement.

Lead

Lead

Lead

Eclipse thermal ip camera hidden
within brick castellations pier with a
hinged panel at rear and a circular
hole in brickwork at front.

New stone coping - F21/111.

New brickwork - F10/110.

New stone coping - F21/111

New stone coping - F21/111.

New stone finial and key stone as
per detail  - F21/111.

New curved natural stone copings
over dutch gables - F21/111.

New stone coping - F21/111.

New stone cornice - F21/111.

Metal bar fixed into stone.

Existing ornamental /patterned lead
roof to be renewed to match
existing details.

Paint removed from existing timber
oriel window and repaired as
necessary.

Refer to PAYE report for stone
repairs and structural details.

SOUTH GABLE 1

CCTVCCTV

Existing chimney dismantled and
rebuilt to new design.

Surviving original octagonal chimneys to
be recorded and carefully dismantled to

allow for reinstatement.

Existing stone string course
retained and repaired as per repair

scope.

Existing RWP to be replaced with
new. Refer to spec R10. New type

2 hopper to match existing.

Existing brick infill parapet to be
removed and replaced with stone

infill parapet as per detail.
 - F21/110.

Existing RWP to be replaced with new.
Refer to spec R10. Existing type 2

hoppers to be refurbished and reused.

Existing RWP to be replaced with
new. Refer to spec R10. New type
3 corner hopper.

Existing RWP to be replaced with new.
Refer to spec R10. Existing type 2

hopper to be refurbished and reused.

Brickwork gable remodelled to
new dutch gable shape. External
single skin of brickwork on
triangular gable replaced with new
bricks to match existing as per
approved sample - F10/110.

Brick bat box

Existing weather vane to be restored and
reinstated.

Code 6 lead roof to be renewed - H71/111

Brickwork gable remodelled to
new dutch gable shape. External

single skin of brickwork on
triangular gable replaced with new

bricks to match existing as per
approved sample - F10/110.

For Cupola details refer to drawings
AH 450, AH 451 & AH 452
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SOUTH ELEVATION - PROPOSED
SCALE 1:100 @ A1, 1:200 @ A3
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21/06/2016 PLANNING ISSUEPL01 JH

PL02 CONDITION 14c DISCHARGE ZS05/09/2017

PL04 PLANNING AMMENDMENT CK13/04/2018

PL03 PLANNING AMMENDMENT CK03/11/2017

1: EXISTING CROSSES AROUND
ROUNDELS TO BE ROTATED 45
DEGREES.

PL05 PLANNING AMMENDMENT CK18/04/2018
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