New lime tuck pointin
at ground floor leve

Stucco to be repaired
and painted
with breathable paint

RB

Chimney stack
to be repaired

Dormers to be reconstructed in
lead to match existing.
Breathable insulation installed
to dormer roofs and cheeks.
External blind to be installed.

New 3-over-3 sliding sashes fitted
into repaired existing sash boxes

Damaged brick parapets
and creasing tiles to be repaired

New 6-over-6 sliding sashes
fitted into re|i)aired existing sash
boxes at all levels.

Brickwork to be repointed

using lime stopping

with dark pigment . X

plus penny pointing New painted timber
. framed sliding sash

window to be reinstated.

Lead glazed panels
to be replaced with
timber panels to
match existing
(below).
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Re-laid existing slate tiles,
mixed with new matching slates

Dormers to be

reconstructed in lead to
match existing.
Breathable insulation
installed to dormer roofs
and cheeks. External
blind to be installed.
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Repaired existing 2/2
sash windows.

Brickwork to be repointed
using lime mortar
with dark pigment

Brick facing to
altered closet wing
and side infill

extension.

Metal framed glass
doors.
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1. This drawing is not for construction. Do not scale from this drawing.

2. ltis the contractor's responsibility to ensure that design principles,
calculations, drawings and final construction must conform to the current
building regulations, the CDM regulations and the relevant british or european
codes of practice as appropriate

3. The contractor must verify all site dimensions, drawings, details and
specifications and report any discrepancies to the architect before proceeding
with any work.

4. All specified items are to be installed in accordance with the manufacturer's
recommendations.

5. The drawing is to be read in conjunction with the other relevant consultants
drawings.

6. This drawing is copyright of the architect.
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