
Section through balustrade
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Landscaping indicative only

refer to plans.
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Rounded metal handrail profile

Primary balusters: 25mm square

Secondary balusters: 15mm square

Dimensions are aproximate subject to

confirmation with specialist manufacturer

In accordance with Building Regulations

Approved Document K, baluster spacing is

such that  a 100mm sphere (i.e. a child's

head) unable to pass through the

balustrade.

Spacing of fixings may vary to suit equal subdivision of distance

Elevation of balustrade (generally, already permitted)

Painted metal balustrade
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Elevation of balustrade (rear of middle garden only)

Painted metal balustrade
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Continuous metal handrail.
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This drawing is protected under Copyright and at no time should any portion be

reproduced or copied without the permission of the Architect (Design Copyright Act 1968)

It must not be used for purposes other than that for which it is provided. It is supplied

without liability for any errors or omissions. All dimensions to be checked on site.

Rev. Description Date

London  16 Lambton Place  Notting Hill

London W11 2SH   T +44 (0)20 7229 3125

Oxford   Chandos Yard  83 Bicester Road

Long Crendon  HP18 9EE   T +44 (0)1844 203310

W   www.wolffarchitects.co.uk E   info@wolffarchitects.co.uk

Rev. Description Date

11 Prince Albert Road, Camden

Alterations

Rear Garden Metal Balustrading - typical
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AP AP 1:10 A3 1604 PL 703 C

0 First issue. 06.01.2017

A Balustrade with railheads added 08.08.2018

B
Balustrade finials added

05.02.2019

C Balustrade railheads and finials omitted. 28.03.2019
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