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GENERAL NOTES

1.   All finishes are to conform to the required current 

Building Codes & Regulations in the applicable 

country.

2.   The Contractor must verify all site dimensions, 

drawings, details and specifications and report any 

discrepancies to DesignLSM before proceeding with 

any work.

3. The contractor is to conform to the DesignLSM project 

preliminaries & scope of works document.

4.   All requested drawings showing fixings and 

construction details are required to be approved by 

DesignLSM prior to commencement of work.

5.   All specified items are to be installed  in accordance

with the manufacturers recommendations on a suitable

substrate.

6.   The Contractor is to provide a safe and suitable 

working environment which conforms to the current 

Health and Safety and Local Authority regulations.

7.   All finishes are to be implemented to a high quality.

8.   Any dimensions are to be taken from the setting out 

plan only and are not to be scaled from the the 

drawings.

9.  It is the contractors responsibility to ensure that any 

building works are carried out in accordance with 

current Building Regulations and Local Authority 

requirements.

10. The contractor is to check and appraise all design and

construction details and offer alternatives, as 

appropriate, to implement the design.

11.   In the event that there is a conflict in information, the

Contractor is to highlight the discrepancies to the 

designer / Contract Administrator.

12.   This drawing is to read in conjunction with the other

relevant drawings, specifications, schedules and 

co-consultants information.

13.   Copyright of DesignLSM and is not to be reproduced

without permission.
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SECTION E
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CLADDING TO BE REMOVED FROM FASCIA.

SIGNAGE TO BE INSTALLED WITHIN EXISTING

RECESS. PANEL TO HAVE TILED LOGO INSET

CENTRALLY, FRAMEWORK TO BE IN

BLACKENED STEEL. WARM LED STRIP

LIGHTING CONCEALED IN BASE OF FRAME TO

WASH LIGHT UP. SEE DETAIL B.

APPROXIMATE

PROJECTION OF BALCONY

EXISTING CORNICE TO BE PAINTED

TO MATCH EXISTING

PROPOSED METAL FRAMED HALF INWARD

OPENING HINGED LEAF ACCESS, HALF

BIFOLD DOOR TO BE INSTALLED IN

EXISTING DOOR APERTURE

TILED FACADE TO BE RETAINED AND CLEANED

ENTRY STEP TO BE TILED IN DARK

GREY 100X100 FORMAT TILES (SEE

TL01 IN FINISHES SCHEDULE)

TILED WALL RETURN TO BE RETAINED

AND CLEANED

BRICK PILASTER TO BE RETAINED AND

CLEANED

EXISTING CORNICE TO BE PAINTED

TO MATCH EXISTING

CLADDING TO BE REMOVED FROM

FASCIA. SIGNAGE TO BE

INSTALLED WITHIN EXISTING

RECESS. SIGNAGE TO CONSIST OF

TILED PANEL WITH VINYL

LETTERING APPLIED, FRAMEWORK

TO BE IN BLACKENED STEEL.

WARM LED STRIP LIGHTING

CONCEALED IN BASE OF FRAME TO

WASH LIGHT UP. SEE DETAIL A

3390

PROPOSED PROJECTING SIGN TO

BE INSTALLED ON EXISTING BRICK

PILASTER. SEE ELEVATIONS ON

DWG 09-02 FOR LOCATION

DETAILS. WARM LED STRIP

LIGHTING CONCEALED IN BASE OF

FRAME TO WASH LIGHT UP. SEE

DETAIL A FOR SIGNAGE DETAILS.

AWNING HARDWARE TO

BE RETAINED,

REPLACEMENT FABRIC TO

BE DARK GREY TO MATCH

EXISTING. SEE F01 IN

FINISHES SCHEDULE.

DETAIL A

AWNING HARDWARE TO BE RETAINED,

FABRIC TO BE REPLACED TO MATCH

EXISTING.

TIMBER FRAMED

WINDOWS TO BE PAINTED

TO MATCH RAL 7021 (P05

ON FINISHES SCHEDULE)

TILED STALLRISER AND FACADE

TO BE RETAINED AND CLEANED

600100

600

TILED 'FAFA' LOGO IN BLACK TO BE INLAID IN

WHITE BACKGROUND TILES

BLACKENED STEEL BOX SECTION BRACKET AND

EXTERNAL FRAMEWORK. SEE DWG 5.
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DETAIL B
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DETAIL A - PROJECTING SIGN FACE
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DETAIL A - SECTION C
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B

20

560

20

20MM BLACKENED STEEL

FRAMEWORK

TILED PANEL FACE WITH

BLACK TILED LOGO INSET

ON BACKING PANEL.
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DETAIL A - SECTION B
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BLACKENED STEEL

BOX SECTION

FRAMEWORK TO FORM

BRACKET

Scale: 1:10

DETAIL B - ILLUMINATED FRONT FASCIA SIGN

6

450

20MM BLACKENED STEEL FRAMEWORK

TO TILED PANEL. WARM LED STRIP

LIGHTING CONCEALED IN BASE OF

FRAME TO WASH LIGHT UP. SEE

SECTION D

TILED PANEL SET WITHIN EXISTING

TILED RECESS. PANEL TO HAVE

BLACK TILED LOGO INSET

CENTRALLY.

STEEL BOX SECTION

FRAMEWORK TO

WRAP AND BE

INVISIBLY FIXED TO

EXISTING BRICK

PILASTER

C

D

Scale: 1:5

SECTION D

7

TILED PANEL SET WITHIN EXISTING

TILED RECESS. PANEL TO HAVE BLACK

TILED LOGO INSET CENTRALLY, SEE

IMAGE 2 FOR DESIGN DIRECTION.
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TYP  - FASCIA SIGN ELEVATION (LEFT AND RIGHT SIDES)
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20MM BLACKENED STEEL

FRAMEWORK TO TILED

PANEL

TILED PANEL SET WITHIN EXISTING TILED RECESS.

PANEL TO HAVE VINYL LETTERING WITHIN DASHED

LINE AREA. LETTERING TO BE 100MM FROM EDGE

OF INNER FRAMEWORK.

TYP

E

Scale: 1:5

TYP. E - SECTION

9

1725

SITE DIM. REQ.

450

SITE DIM REQ.

TILED PANEL SET WITHIN

EXISTING TILED RECESS.

PANEL TO HAVE REMOVABLE

VINYL LETTERING APPLIED

20MM BLACKENED STEEL

FRAMEWORK TO TILED

PANEL

DETAIL C

A3 ALUMINIUM INTERNALLY ILLUMINATED

MENU BOX PAINTED BLACK. SEE DETAIL C.
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DETAIL C - MENU BOX

10

A3 ALUMINIUM

INTERNALLY

ILLUMINATED

MENU BOX

PAINTED BLACK

TO BE INSTALLED

ON EXISTING

BRICK PILASTER

375

500

PAVEMENT LINE

80MM WIDE BLACKENED

STEEL CHEEKS

EXISTING RECESS

EXISTING RECESS

235

90

240

70 420 70

95

100

1005 490

WARM LED STRIP

LIGHTING CONCEALED

IN BASE OF FRAME TO

WASH LIGHT UP

20MM BLACKENED STEEL FRAMEWORK TO

TILED PANEL. WARM LED STRIP LIGHTING

CONCEALED IN BASE OF FRAME TO WASH

LIGHT UP

2300

700

600

495

TIVOLI STYLE FESTOON LIGHTS MOUNTED ON POWDERCOATED

BOX SECTION. FRAMEWORK TO BE OFFSET 40MM FROM

PERIMETER OF FASCIA SIGNAGE. WIRING FOR BULBS TO BE FED

THROUGH FRAMEWORK. BOX SECTION TO BE POWDERCOATED TO

MATCH EXISTING GREEN TILES AND SECURELY FIXED TO EXISTING

SHOPFRONT TILING. MAIN CONTRACTOR TO ADVISE ON FIXING

METHOD. SEE SECTION D FOR DETAILS.

DETAIL B

TIVOLI STYLE FESTOON LIGHTS

MOUNTED ON POWDERCOATED BOX

SECTION. BOX SECTION TO BE

POWDERCOATED TO MATCH EXISTING

GREEN TILES AND SECURELY FIXED TO

EXISTING SHOPFRONT TILES. MAIN

CONTRACTOR TO ADVISE ON FIXING

METHOD. WIRING FOR BULBS TO BE

FED THROUGH FRAMEWORK.
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SITE DIM

REQ.
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SITE DIM REQ.

825

SITE DIM

REQ.
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SITE DIM

REQ.
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DETAIL B
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55

40

40

5MM THICK BOX SECTION

FRAMEWORK TO FORM

CONDUIT HOUSING. WIRING

FOR BULBS TO BE FED

THROUGH FRAMEWORK. BOX

SECTION TO BE MOUNTED ON

EXISTING TILED FASCIA, MAIN

CONTRACTOR TO ADVISE ON

FIXING METHOD.

30

25

60

WARM LED WALL LIGHT TO BE

INSTALLED, 50 LUMEN. SEE

LIGHTING DESIGNERS PACK FOR

DETAILS.

TIVOLI STYLE FESTOON LIGHTS MOUNTED ON

POWDERCOATED BOX SECTION. WIRING FOR BULBS

TO BE FED THROUGH FRAMEWORK. SEE SECTION D

FOR DETAILS.
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