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L003 - HARD & SOFT LANDSCAPE DESIGN DETAIL
Tree Planting Pit 

Do not scale from this drawing - always take site 
measurements 

2.5-3.0m height 120 litre airpot container 
Amelanchier canadensis

PREPARED BY MFOSTER - MARCH 2017

Existing boundary wall to be retained - 
extent of foundations unknown

Existing palm to be removed and 
associated compost / planting aggregated 
removed for soil exchange to 650mm 
depth for full tree pit area. Addition of 
fresh loam rich topsoil

150mm depth drainage aggregate at 
base of tree planting mit to consist of 
50:50 horticultural grit : topsoil mix

Proposed hardscape as 
outlined within L003

RER600A ReRoot 600 wi th root 
deflecting ribs facing the tree installed on 
northern and eastern faces of planting pit 
to encourage roots into wider rooting 
area also to corroborate with south 
westerly prevailing wind / wind tunnel 
that exists through terraces. No growing 
medium over top of barrier

Piddler irrigation system (3300mm 
depth system)

SASMP Arborguy strapped anchor 
system with ground anchors 

SCALE 1:10  @ A3 0 500 1000 mm
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Pidler irrigation system 

Loam based topsoil within planting pit - 0.8cubic metre in 
addition to root ball

Re-inforced concrete terrace cast by CAPITAL 
CONSTRUCTION to LMBV Architect and structural 
enginners specification

Prunus accolade

Ground at base of planting pit to be de-compacted prior 
to aggregate base installed and no builders rubble left 
within  

50mm height between final soil finish level and concrete terrace 
to ensure no soil overspill and allow Liriope underplanting to 
flow seamlesley with terrace 
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L005_TREE PLANTING PIT LANDSCAPE DETAIL - NYSSA SYLVATICA

Nyssa Sylvatica (single stem) 
Feathered or standard - minimum 14-16cm girth

NOVEMBER 2018

or breedon gravel / hoggin style tree pit dressing 


