23 Gloucester Crescent, NW1 7DS
LISTED BUILDING SCHEDULE OF WORKS
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LOCATION
EXTERNAL

EXTERNAL

SECOND FLOOR INTERNAL

SECOND FLOOR INTERNAL

SECOND FLOOR INTERNAL

SECOND FLOOR INTERNAL
SECOND FLOOR INTERNAL

SECOND FLOOR INTERNAL

FIRST FLOOR INTERNAL

FIRST FLOOR INTERNAL

FIRST FLOOR INTERNAL
GROUND FLOOR INTERNAL
GROUND FLOOR INTERNAL
BASEMENT INTERNAL
BASEMENT INTERNAL
BASEMENT INTERNAL
BASEMENT INTERNAL
BASEMENT INTERNAL
STAIRS AND BALUSTRADE
EXTERNAL

ELECTRICAL
PLUMBING

DESCRIPTION
Ensure box gutters are cleared out of plant growth and dranage s not blocked
Clear gully to central drain on roof to prevent blokage from foliage

Celling is delapidated rom water ingress. Repair and replaster. Repaint.
Wall Finishes throughout - Ceiling and partitions to be replaced with new.

plasterboard in main bedroom and the masonry walls to be re-plastered with

lime. There are no comices

Bathroom - Dilra Mattto be installed below current flooring. New tiled floor (same ties as current) and
new sink. Bathtub to replace existing shower

Windows - repair some rotlen areas to window frame in main bedroom. Current window frames to
stay

Flooring - mix of orignal and added plywood boards. Relay sound boards and as new as required
Architraves, skiring and door: o be repaired with similar finish in areas where new power sockels are
being added

Wall and Ceiling finishess - repair areas of water ingress with new plaster. Ceiling to be stripped, stud
work and ceilings to be

recovered with new plaster in Main Bedroom. Bathroom and Hallway repainted

Architraves, skiring and door: o be repaired with similar finish in areas where new power sockels are
being added

Bathroom - Dilra Mattto be installed below current flooring. New tiled floor in shower and tollet area
(htips:/www floorsofstone.comiour-tie-range/marble-ties/orrente-polished-marble) . Exisitng
wooden floor to remain i other areas.

Wall and ceiling inishes: The hall and living room walls have been slightly damaged by water
ingress. Replaster and paint. Cornices, where damaged, o be replaced with indentical finish.
Architraves, skiring and door: o be repaired with similar finish in areas where new power sockels are
being added

Damp proofing - all areas, including floor,in Kitchen and Dining Room demonstrate high levels of
‘damp. Damp-proofing system 1o be installed

Flooring - on top of new tanking slurry, new tiled floor to be added using Mohola Grey Limestone ties
(htips:/www floorsofstone.comiour-tle-rangelimestone-ties/mohala-grey-limestone)

Glass Panels - existing glass panels in dining room and current kitchen to be removed.

New kitchen location as detailed in Devol Drawing

Basemettoilet and uliity room o be replastered. Old fuse board and boller to be removed from utiity
room

‘The staircase steps and risers are in need of comprehensive repair throughout.

Repaintin original (current) colours.

‘The current electrical system needs to be entirely replaced. New fuseboard to be installed and Grade
APrysmian cable to run throughout the property.

New boiler and central heating system to be installed. All current radiators to be replaced.
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