
SC
1

SC
1

SC
1

1100

FCL +61.562

FFL +62.340

225

150

99

Lancaster Grove

18-20

24

T22

the architects

Dimensions are to be checked on site before

Any discrepancies are to be immediately notified to 

from the structural engineers drawings
Structural measurements are to be taken  

Copyright reserved by GMA

fabrication and construction

Do not scale

Notes :

DESCRIPTIONREV DATE

Email enquiries@gmaarchitecture.co.uk

GMA ARCHITECTURE
A r c h i t e c t s   a n d   D e s i g n e r s

UK House 82 Heath Road Twickenham TW1 4BA
Telephone 020 8891 5959  Fax 020 8607 9933

DRAWING ISSUE STATUS

DateScale Drawn Checked

ClientType

Client

Project

Drawing

K:\Argent\22 Lancaster Grove NW3 4PB - 01-228-17\Drawings\details\balustrade\

-EX-11228-1701

ILSJSMar 201:10 + 1:20

Balustrade Detail
Master bedroom Terrace

NW3 4PB
London
22 Lancaster Grove

UWH Developments Ltd

TERRACE BALUSTRADE DETAIL
Scale 1:10

BALUSTRADE ELEVATION

TERRACE BALUSTRADE PLAN

AutoCAD SHX Text
NATURAL STONE SLABS 600x600mm IVORY (TBC) BY PREMIASTONE FLAGSTONES ON PEDESTALS TO MAINTAIN WATERPROOFING AND LEVEL ACCESS  

AutoCAD SHX Text
NEW WROUGHT IRON RAILING RESIN ANCHORED INTO CAST COPING STONES BELOW

AutoCAD SHX Text
WROUGHT IRON BALUSTRADE FINISHED IN POLYESTER POWDER COAT RAL 9005 (BLACK) 

AutoCAD SHX Text
BALUSTRADE SECURED TO WALL USING POLYESTER POWDER COATED ANGLE CLEATS 

AutoCAD SHX Text
POLYESTER POWDER COATED RAL 9005 (BLACK) WROUGHT IRON BALUSTRADE BY TITAN FORGE. RESIN ANCHORED INTO COPING AT 11OOmm CENTRES

AutoCAD SHX Text
REINFORCED CAST STONE LINTEL

AutoCAD SHX Text
ZEDEX CPT HIGH PERFORMANCE DPC. MUST EXTEND THROUGH FULL THICKNESS OF MASONRY

AutoCAD SHX Text
ACANTHUS CAST STONE COPING DETAIL SUPPORT ON ANCON MASONRY SHELF ANGLE

AutoCAD SHX Text
ACANTHUS CAST STONE COPING STONE

AutoCAD SHX Text
60x12mm PPC WROUGHT IRON TOP AND INTERMEDIATE RAIL

AutoCAD SHX Text
Roof

AutoCAD SHX Text
Plan

AutoCAD SHX Text
planning


	Sheets and Views
	EX-11


