
DG-08, DG-09, DG-10, DG-18, DG-20

Existing Ground Floor Doors - Refurbished/ Upgraded

Door: To be checked on site and made
 good as appropriate
Treatment: Door to be sympathetically restored and
 stripped back to suitable substrate to
 receive new paint finish; colour TBC.
Ironmongery:Existing to be replaced with Bronze colour

 Doorknob/handle.

Note: All works to be in accordance with

 Conservation Specifications.

 Refer to GA plans for handing.

DG-12, DG-13, DG-14

930 (Structural Opening)

Existing Ground Floor Doors - Refurbished/ Upgraded

Door: To be checked on site and made
 good as appropriate
Treatment: Door to be sympathetically restored and
 stripped back to suitable substrate to
 receive new paint finish; colour TBC.
Ironmongery:Existing to be replaced with Bronze colour

 Doorknob/handle.

Note: All works to be in accordance with

 Conservation Specifications.

 Refer to GA plans for handing.

 (Doors DG-12 and DG-13 to be sealed shut, no

 ironmongery required to these two doors)

 Adjustment to door frame of DG-14 as required

 to suit new lining on existing wall

DG-17
D1-07*, D1-08, D1-09, D1-10,D1-11, D1-12, D1-13

Existing First Floor Doors - Refurbished/ Upgraded

Door: To be checked on site and made
 good as appropriate
Treatment: Door to be sympathetically restored and
 stripped back to suitable substrate to
 receive new paint finish; colour TBC.
Ironmongery:Existing to be replaced with Bronze colour

 Doorknob/handle.

Note: All works to be in accordance with

 Conservation Specifications.

 Refer to GA plans for handing.

 (Doors D1-08, D1-09 and D1-12 to be sealed shut,

 no ironmongery required to these three doors.)

*  Glass to be removed and infilled with timber panel

*

D2-02, D2-04, D2-05, D2-06

830 (Structural Opening)

Existing Second Floor Doors - Refurbished/ Upgraded

Door: To be checked on site and made
 good as appropriate
Treatment: Door to be sympathetically restored and
 stripped back to suitable substrate to
 receive new paint finish; colour TBC.
Ironmongery:Existing to be replaced with Bronze colour

 Doorknob/handle.

Note: All works to be in accordance with

 Conservation Specifications.

 Refer to GA plans for handing.

 (Doors D2-02 and D2-06 to be sealed shut,

 no ironmongery required to these three doors.)

DG-15

Re-used Ground Floor Door

Door: To be checked on site and made
 good as appropriate
Treatment: Door to be sympathetically restored and
 stripped back to suitable substrate to
 receive new paint finish; colour TBC.
Ironmongery:Existing to be replaced with Bronze colour

 Doorknob/handle.

Note: All works to be in accordance with

 Conservation Specifications.

D2-01, D2-03

Re-used Second Floor Door

Door: To be checked on site and made
 good as appropriate
Treatment: Door to be sympathetically restored and
 stripped back to suitable substrate to
 receive new paint finish; colour TBC.
Ironmongery:Existing to be replaced with Bronze colour

 Doorknob/handle.

Note: All works to be in accordance with

 Conservation Specifications.

 Refer to GA plans for handing.
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