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Strip out works as noted on 
drawing

New opening as noted on 
drawing

Carefully remove existing 
furniture and fittings. Make 
good existing walls to receive 
new finishes.
Strip out existing floor finish.

Strip out redundant risers where
possible.

Strip out existing services 
and partition.

Carefully remove existing 
furniture and fittings. Make 
good existing walls and 
floor.

Carefully strip out existing 
cupboards. Make good 
walls. 

Carefully strip out existing 
cupboards to reveal full 
extent of window. Make 
good walls. 

Reduction of cupboard size and M&E 
equipment to be confirmed following 
instrusive investigations and M&E 
proposals. 

Strip out existing services and
equipment in plant room.

Strip out existing floor 
finishes and suspended 
ceiling.

Existing door to be removed.

Strip out suspended ceiling.

Make good walls where wall 
mounted accessories have been 
removed.

Carefully remove existing
furniture and fittings. Make

good existing walls to receive
new finishes.

Strip out existing floor finish.

Strip out existing floor 
finish and suspended 
ceiling.

Remove brick infill to 
previous door position to 
form new door opening. 
Make good adjacent 
wall finish. 

Strip out existing floor finishes. 

Strip out existing floor finishes and 
suspended ceiling. 

Remove existing window and
enlarge opening to receive new

door.
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Existing riser to remain 
and be rebuilt

Strip out redundant risers 
where possible. 

Strip out equipment and fittings.
Strip out existing floor finishes and

suspended ceiling.

Existing door to be removed.

Remove walkway stanchion and
concrete base.

Remove metal walkway

Duct to be removed 
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21.02.20 RW Duct in Rear Basement Yard removed. Existing riser retained and 
rebuilt 
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Note:

All dimensions to be confirmed on site. Any discrepancies to 
be reported to the architect . Do not scale from this drawing. If 
in doubt please contact the architect. 
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