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PROPOSED SME OFFICES ENTRANCE PLAN1
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Existing window cill lowered to form
new opening for entrance doors

Steel framed lift core for
new service lifts

New black metal staircase
to SME space at Basement
Level

New services riser

Existing doors retained and
upgraded. Refer to Door
Schedule for full details.

Proposed access ramp to provide level
access to the Camden Centre

Proposed glazed entrance draft
lobby with revolving doors.
surrounded by portal.

New opening formed to existing
concrete floor to provide access and
natural daylight to the SME space at
Basement level

New steps to provide improved access
to the Camden Centre

Black metal handrail for accessibility

Existing service stair
refurbished

New wall to isolate Camden
Centre demise

New floor inserted to
lightwell to form lift lobby

VOID

Existing window to
lightwell removed to form

access to new lift core

Line of pedestrian pavement

Glass balustrade

New powder coated crittall
style glazed wall

Low level boxing to house ventilation ducts

from below to low level windows

Low level boxing to house ventilation ducts

from below to low level windows

UKPN access hatch
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Allow for regrading of pavement to accommodate

new level access to proposed Office entrance, including drainage falls.

Polished concrete tiles

Existing columns made good
and redecorated

New services riser

Recessed barrier matting to
entrance portal

New stud lining to existing
fabric to provide 60min fire
compartment to SME lobby


