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Demolitions & Alterations Key

Original fabric defined as that documented in Archive Drawings.
Where date of fabric is unknown, it is assumed as original.

Original Fabric: Section of Wall/Slab to be Demolished

Original Fabric: Item to be Demolished

Overhead - 300mm wide opening to ceiling for high level
concealed cable distribution - make good after installation

Overhead: Whole bay of vaulted ceiling to be removed
for cabling distribution and reinstated

Original Fabric: High level opening in wall for services
distribution

Floor trenches in slab for cable distribution

Manhole: Opening in slab

Non-Original Fabric: Section of Wall to be Demolished

Non-Original Fabric: Item to be Demolished

Window Number

Door Number

Annotation Item

Drawings to be read in conjunction with:

Internal Repairs & Builder's Works drawing series (93)000 for
key spaces
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01

02

01

03 04

1. New slab structural opening for attenuation tanks.
2. New slab structural opening for sump pit (greywater

harvesting tank).
3. New slab structural opening for transformers trench (UKPN).
4. New slab structural opening for PH manholes.
5. Raised screeded area to be lowered to original floor level to

provide level access across basement floor.
6. WCs to the base of South West Lightwell to be stripped out.
7. Existing fabric removed to create an open plan office space.

Downstands and columns retained. All suspended ceiling and
proprietary fixings stripped out.

8. Existing fabric removed for building services/ support spaces.
All suspended ceiling and proprietary fixings stripped out.

9. Existing WCs stripped out
10. Existing ramps removed
11. Full height sections of walls to existing vaults
12. All existing doors to lightwells to be stripped out.

09 11

06

11

08

07

10

05

5000mm(L) x 400mm(H)
structural opening at HL

1200mm(L) x 700mm(H)
structural opening at HL

800mm(L) x 500mm(H)
structural opening at HL

400mm(L) x 400mm(H)
structural opening at HL

1600mm(L) x 700mm(H)
structural opening at HL

400mm(L) x 400mm(H)
structural opening at HL

1600mm(L) x 700mm(H)
structural opening at HL

400mm(L) x 400mm(H)
structural opening at HL

2600mm(L) x 700mm(H)
structural opening at HL

400mm(L) x 400mm(H)
structural opening at HL

800mm(L) x 700mm(H)
structural opening at HL

400mm(L) x 400mm(L)
structural opening at HL

400mm(L) x 400mm(L)
structural opening at HL

3000mm(H) x 500mm(L)
structural opening at HL

1000mm(L) x 1700mm(H)
structural opening at HL

4200mm(L) x 600mm(H)
structural opening at HL

Existing door DEB.41-9 relocated as
proposed door DB.09-1

Existing door DEB.14-1 relocated as
proposed door DB.19-1

Existing door DEB.51-1 relocated as

proposed door DB.32-1

Existing door DEB.41-11 relocated as
proposed door DB.33-1

Attenuation tank pit
- 1800mm(D) deep

Passenger lift pit - 1400mm(D)

Passenger lifts pit - 1600mm(D)

UKPN trench - 600mm(W)
x 4500(L) x 1000mm(D)

Attenuation tank pit - 1800mm(D)

Grey water sump pit 2000mm(W) x
2000mm (L)

Bike & Goods lift pit -
1650mm (D)

Rev P01: External wall, facing
onto existing lightwell, to be

demolished to facilitate the insertion of
steel beam above to support new

openings within Tonbridge Walk prow.

REVISION - further
demolition associated with
formation of UKPN room

REVISION - 2no. new 1400x1400mm
excavations for column foundation
pads

REVISION - 2no. new 1400x1400mm
excavations for column foundation

pads

REVISION: 2no. new excavations for
pad foundations to support new
structural columns

NS




