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Painted and galvanised
steel edge detail- RAL 7021
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Kingspan kooltherm K1
insulated framing board
installed to manufacturer
recommendations

01. External wall, Timber Cladding and Roof
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Western red cedar
cladding - stain tbd
Painted and galvanised

steel edge detail- RAL 7021
Breather membrane

D.P.C

Skimmed and painted
/ plasterboard
N Shadow gap
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200
/@/

Periscopic vent

Bituthene waterproofing
membrane applied to \
outside of foundation

Water drains through gravel
backfil ~_|

Create fall on ledges with
mortar

Loose fill concrete to line of
insulation

Below ground block work to

900

Cavity closer

Bituthene waterproofing
— membrane

with protective board

- installed to

manufacturer

specifications

BEA Nevado grey brick,
in stretcher bond

Kingspan Kooltherm
K108 cavity board
installed to
manufacturer
recommendations
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90mm Xtratherm Thin-R Flat:
Roof insulation to 0.022
above deck and 90mm below
the deck tightly packed
between the joists
Bauder single ply
membrane

.l Bauder filter fleece (dashed line), lapped up at edges,

% éﬁ (%07\7 Jﬁ‘??g é’? @t Bauder XF300 extensive sedum vegetation blanket
v ] - U] :
{7&: -~ /%Lf f&:»\c\ j 100mm extensive substrate layer
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fitted over DES20 Drainage Board

AL150 Edge / Drainage trim. Secured in place by
separate pieces of torch applied Bauder Plant-E
Capping Sheet

Bauder FSM600 protection mat (grey dash dot line)
fitted over Bauder single ply membrane, all fixed to

Vapour control layer

Timber ferrings to create
roof fall of 1:60

manufacturers approved method; single ply
membrane to lap up parapet edges

12mm ply timber

roof deck

Breather membrane

200mm timber joists to
S.E details

Skimmed and painted

ﬁ plasterboard
Spruce cladding - ———

installed to manufacturer

specifications - stain tbd

20

N NN

Western red cedar
battens - stain tbd

Timber cladding
fastening system

Painted and galvanised
steel edge detail- RAL 7021

Kingspan kooltherm K12
insulated framing board
installed to manufacturer
recommendations

03. External wall, Timber Cladding and Roof
293

=]

N
LA NIRRT

100mm block work to ———|
S.E details

For bathroom details - ———]
see 481 GS 40.000

Kingspan Kooltherm ———|
K108 cavity board
installed to
manufacturer
recommendations

Concrete effect porcelain tile on
5mm bedding

—

65mm Concrete Screed with wet
/ UFH

Polythene separation layer

120mm Kingspan Kooltherm
K103 Floorboard - installed to
manufacturer recommendations

S.E details

Cavity drain

Strip foundation to S.E details

French drain around building
perimeter

352

75mm heave guard
to S.E details

02. External Wall, Brick Base, Retaining Wall

Ventilated floor cavityx
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04. External Wall, Brick Base, Retaining Wall Drawing Status TENDER

Beam and block floor -
to S.E details \
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