
New floor joists 125 x 50

@ 350 c/c set 10mm above

existing ceiling

100 x 358 x 150

padstone

Beam 1

230 x 90 x 32 Kg/M PFC

Beam 2 under ridge

200 x 90 x 30 Kg/M PFC

on 100 x 254 x 150

padstones

New dormer roof joists

100 x 50 @ 300 c/c

Proposed roof 100 x 50 @ 350 c/c

M10 bolted to 125 x 50 SC3 rafters

@ 600 c/c 50 cavity with 75 FR4000

Celotex and thermaline 50 finish

Matching tile hung dormer

extension cheeks with lead flashings

white painted timber double glazed windows.

Dormer volume : rear dormer  4.88 M3

Bedroom

Hall

BedroomBathroom

Dining

Bedroom

Bedroom

Loft

PROPOSED LONG SECTION

Ground Floor ± 0.00

First Floor + 3.830

Second Floor + 6.850

Ridge + 11.906

Second Floor + 9.430

Ground Floor - 0.510

First Floor + 2.955

Second Floor + 6.125

Ridge + 11.906

Loft Floor + 9.430

Beam 1

2 x Conservation Velux roof light

windows flush with roof tiles

2 x 125 x 50 joists M10 bolted to

trim all sides

Timber stairs to new loft floor

750 wide 50 handrail 900 above

flight 13 @ 201.9 rise 220 going to

give 42 degree pitch 2000

min headroom

Bedroom
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SCALE BAR @ 1:50
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NEW FLOOR

Existing 15 Gypsum plasterboard

screw fixed to 100 x 50 ceiling joists

with 5mm skim finish

18mm flooring grade chipboard

125 x 50 SC3 timber joists @ 300c/c with

10mm gap to existing ceiling

edge

sealant

edge

sealant

100 Rockwool between ext joists

with wire mesh to prevent contact

with ceiling downlights

14mm hardwood laminate floor on 3mm

insulation layer

NEW FLAT ROOF

15 Gypsum fireline plasterboard

screw fixed to 100 x 50 C24 joists

@ 300c/c with 5mm skim finish

150mm FR4000 Celotex insulation

18mm plywood

edge

sealant

fillet & edge

sealant

100 Rockwool between ext joists

with wire mesh to prevent contact

with ceiling downlights

Code 5 lead dressed copper roll roof

on hot bonded sheathing felt

TIMBER STUDS @ 450 C/C ON HEAD AND SOLE PLATE

CROSS NOGGINS @ 1.0  WITH ROCKWOOL FULL FILL

12.5 GYPSUM WALLBOARD AND 5 SKIM PLASTER FINISH.

PLASTERBOARD BOTH SIDES AND 5 SKIM PLASTER FINISH.

18 T + G BOARDS SCREW

FIXED TO JOISTS WITH

14 OAK FINISH FLOORING

FRONT ROOF SECTION

125 X 50 FLOOR JOISTS

@ 350 C/C FIXED 12MM ABOVE CEILING

(DOUBLED AND BOLTED UNDER PARTITIONS)

TIMBER BLOCKING TO

WEB OF STEEL BEAM

BEAM 1. TO SUPPORT ROOF AND PARTITION

SET 10MM ABOVE FLOOR JOISTS

230 X 90 X 32 KG UC ON 100 X 358 X 150

PADSTONES

EXISTING 100 X 50 CEILING JOISTS AND CEILING UNDER

100 X 50 BINDER

18 PLYWOOD FACE

FIXED TO 100 X 50 SW STUDS

@ 400 C/C ON HEAD AND SOLE

PLATE SCREW FIXED TO BEAM

AND RAFTERS

EXISTING 100 X 50 RAFTERS @ 350 C/C

M10 BOLTED TO 125 X 50 C24 JOISTS

@ 350 C/C  TYVEC MEMBRANE OR 50 CAVITY

100 CELOTEX FR4000 BETWEEN RAFTERS

50 GYPSUM THERMAL BOARD BELOW RAFTERS

AND SKIM TO LINE CEILING. 0.16W/M2K

DOUBLE AND M 10 BOLT

RAFTERS TO SUPPORT HIP

Catnic 30 x 5mm mild steel galvanised or stainless

steel straps screw fixed to joists and plugged and

screwed to brickwork every third joist (1050 centres)

and anchored to brickwork by turning straps over into

100 x 100 pocket and concreting into position.  Ties

may be fixed to top of joists and bent up if a

minimum of 1.0M of brickwork above.

Joists spanning parallel

to cavity wall

Joists spanning onto

solid wall

PARTY WALL SECTION

NEW JOISTS

2 x 100 x 50 @ 350 C/C

12 GAP TO BOTTOM OF JOISTS

50 GYPSUM THERMALINE

BOARD ON DABS AND

RENDERED WALL

5 SKIM FINISH

Party Wall Dry Lining

EXT JOISTS

100 X 50 @ 350 C/C

SOLID TIMBER WALL PLATE TO FRONT AND REAR

PROVIDE STEEL HANGERS FOR NEW JOISTS

EXT WALL

18 PLY BOARDS SCREW

FIXED TO JOISTS

12 GAP TO BOTTOM OF JOISTS

TO EXT CEILING

50 GYPSUM THERMAL BOARD

FIXED TO 100 X 50 SW STUDS

@ 400 C/C ON HEAD AND SOLE

PLATE SCREW FIXED TO BEAM

AND ROOF JOISTS

Front Beam 1.

180 X 90 X 26 KG PFC

100 x 168 x 150 PADSTONES

SUPPORT ROOF ONLY

EXT & NEW JOISTS

100 X 50  + 125 X 50 C24 @ 350 C/C

SOLID TIMBER BUILT INTO WEB OF STEEL

PROVIDE 10 GAP TO BOTTOM OF STEEL

TIMBER STUDS @ 450 C/C ON HEAD AND SOLE PLATE

CROSS NOGGINS @ 1.0  WITH ROCKWOOL FULL FILL

GYPSUM REILIANT BARS @ 600 C/C 2 X 15 SOUNDBLOC

PLASTERBOARD BOTH SIDES AND 5 SKIM PLASTER FINISH.

Timber compartment wall Partition

TIMBER STUDS @ 450 C/C ON HEAD AND SOLE PLATE

CROSS NOGGINS @ 1.0  WITH ROCKWOOL FULL FILL

12.5 GYPSUM WALLBOARD AND 5 SKIM PLASTER FINISH.

Timber Partition

DESCRIPTION:

THIS DRAWING IS THE PROPERTY OF BRYAN CONNOR ASSOCIATES LTD AND MAY NOT BE REPRODUCED WITHOUT WRITTEN CONSENT

BRYAN CONNOR ASSOCIATES LIMITED

DESIGN & PLANNING CONSULTANTS

REVISION.

DRAWING No.

PROJECT:

CLIENT:

BUILDING REGULATIONS ISSUE - 08/12/20

SCALE.

DATE.

REVISION No. REVISION NOTES DATE

49 GLENMORE ROAD LONDON NW3 4DA

MR & MRS GARDNER-BOUGAARD

EXISTING SECTION

2033 - 03 1:50 @ A1

08/12/20

- - -

-

2 TREGARON AVENUE LONDON N8 9EY       Tel: 020 8340 9294  Mob: 07958738247

Email: bryan.connor@outlook.com

PLANNING ISSUE - 08/12/20

LOCATION PLAN

SCALE 1 : 1250


