
8-Person accessible lift serving floors upto

third floor. Rendered masonry lift shaft

Glazed panel adjoining Eastern party

wall enclosing stair to basement

Walls lined-out with damp proofing

throughout basement level

Reinstated shopfront window with

low-level decorative iron grille to match

original design

Foundation for lift shaft

New lining to party wall in stairwell,

incorporating drainage for new glazed

roof panel

Restored and refurbished pavement

lights

Refurbished chimney stacks and pots

throughout

Capped void to stop rubbish collecting,

void capped with natural metal covering
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WC

Reception Area

Meeting Room

WC

Stair

Office

Office

WC

WC

Stairwell

New roof pavers with building services

running below

Balustraded parapet to be restored and

repainted

Fixed glazed panel

Facade to be restored and repainted

Restored and refurbished windows

throughout

Reinstated fireplace with period

appropriate surround

Historic skirtings retained and

refurbished throughout

Historic cornices and mouldings retained

and refurbished throughout

Refurbished staircase with

new carpet runner

New area of solid floor to match existing

Poured concrete floor slab and cavity

drain throughout basement level

New access stair to basement

New structure to support enlarged

masonry openingand  new ceiling below

WC floor above

New doors throughout. Existing

architraves retained

Restored and refurbished windows

throughout

Surface mounted fire and smoke curtain

with 30 minutes fire resistance linked to

enhanced fire system behind

42.8m

Highest Point

High-level closed joinery

High-level open joinery
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Ventilation unit serving basement

concealed within bulkhead

Blind rail set below historic cornicing

throughout offices spaces between first

and third floor

FCU concealed within low-level joinery

Office

Smoke extract fan connected to stair

with fire-rated extract ductwork

High-level open joinery

New glazed roof to be fitted within

existing opening

Outline of window onto stair in front

External heat recovery condenser

(Mitsubishi PUHY-P400YNWA)

serving the entire building

Roof access housing to be clad in roof

leading to match those existing in

surrounding area

13.03.2020

A For Planning17.09.2020

Acoustic attenuator

B For Planning15.12.2020

Recessed area for

freestanding server cabinet
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