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Stretcher course adjacent to boundary wall

and driveway finishes

Trellis fencing fixed to existing boundary

wall, refer to architects details

MATERIAL TYPE A: Driveway setts, refer to

drawing ALD639_LD701  for paving patterns

and alignments

Refer to ALD639_PL400 series for soft

landscape information
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Brickwork wall to Vabel specification &

Architects details (A-G25111)

Existing boundary wall

Raised metal edge with 30mm overlap

return by Kinley systems or equal and

approved, RAL 7044

Refer to detail ALD639_LD803

MATERIAL TYPE C: Courtyard Slabs

refer to drawing ALD639_LD702 for paving

patterns and alignments

MATERIAL TYPE B1: Entrance Steps

Brick units to Vabel Specifications

(A-G25111)

fall

fall

f
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l

l

MATERIAL TYPE D: Decorative aggregate

Refer to drawing ALD639_LD851

MATERIAL TYPE E: Demarcation strips

600mm x 200mm, to Vabel specification

(A-G712-102)

MATERIAL TYPE A: Driveway setts, refer

to details ALD639_LD701 for paving

patterns and alignments

Drainage channel recommended

along length of facade

Additional slot drain

required for drainage

No dig construction

zone around trees

MATERIAL TYPE F: Concrete slabs

above tree root protection area

Refer to drawing ALD639_LD724

Bin Store

MATERIAL TYPE E: Entrance paving

to Vabel specification (A-G2512)

Drainage channel recommended

Natural Lawn

Raised Planter

Flush Planter
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Stretcher course adjacent to boundary wall

and driveway finishes

Basement structure shown below, refer to

MNP drawings and details

Basement structure shown below, refer to

MNP drawings and details
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Inadequate depth for decking

below bin store - amended to

slabs

Fence returned to

avoid unaccessible

triangle

Stainless steel recessed access cover -

650mm x 650mm (with 600mm clear

opening) by Kent stainless or equal.
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Drainage rill with metal edges and

decorative gravel infill

Refer to detail ALD639_LD801
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MATERIAL TYPE B2: Solid Step units

Solid granite step units with integrated

nosings and linear strip lighting

Refer to details ALD639_LD763 - LD764

Weed suppressing membrane with free

draining aggregate above to reduce

maintenance

Timber edge to aggregate area
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-
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Brick wall to Architects details and Vabel

specification

G-D02

LD722

Precast concrete handrail to architects

details
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ALD639_PL400

Series

Planting Plan Layouts

With reference to the hazard risk register the following are high lighted as

potential risks:

· Access to plant & maintain ivy planters positioned on top of the

boundary fences

· Lifting trees & materials into rear garden and sunken courtyard spaces

· Access to elevated / high level ivy planter above sunken courtyards

· General handling of materials from delivery areas, back to and down

into the external spaces

· Works over waterproofed structure (particularly in zones with shallow

build ups over ventilation areas, below lawns and at structural

upstands)

ALD639_LD700

series

Hard landscape details

P02

Amendments following comments,

section lines added, bin store amended

15.06.2017

P03

Amendments following comments,

Stage 4 issue

15.06.2017

mcourtenay
Text Box
Planted trellis feature to be replaced with 410mm timber slatted trellis of same design.

mcourtenay
Text Box
Area of planting to be omitted and changed to paving to allow for access for maintenance to the site boundary. Glass balustrade to be introduced to provide guarding along the light well edge to make the area safe for working. See Drawing Number 3104 for details.
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