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LINE OF EAST FACE OF
ORIGINAL BRICK PIERS.
BOUNDARY LINE TO BE
AGREED WITH
ADJOINING OWNER

ORIGINAL BRICK PIER /
FOUNDATIONS TO BE
BROKEN OUT PRIOR TO
COMMENCEMENT OF PILING

275 THK RC WALL

INTERNAL WALL FINISH TO
BE CONFIRMED BY

ARCHITECT. A FAIR-FACE
FINISH IS ACHIEVABLE FOR

THE PUDLO WALL AND IT
WILL ACCEPT WALL FIXINGS.

(MINIMUM 200mm)

HALFEN HBT 150 STANDARD
TYPE 5 REBEND CONNECTION
WITH 12mm DIAMETER REBAR

@ 150c/c TO BE CAST INTO
THE LENGTH OF THE CAPPING
BEAM TO FORM CONNECTION

TO RC INSITU LINING WALL.

PCO = 25.035

INDICATIVE FOUNDATIONS TO
BE BROKEN OUT PRIOR TO
COMMENCEMENT OF PILING.

600mm DIAMETER SECANT PILING.

609

ASTOR COLLEGE EXTENSION.BEDFORD PASSAGE DEVELOPMENT

SSL = 22.215
375 THK RC SLAB

350 THK RC SLAB

300 THK RC SLAB

SSL = 26.800

SSL = 26.185

REFER TO PUDLO DETAILS FOR
WATERPROOFING DETAILS.

CORDEK CELLCORE
HEAVE PROTECTION ON 50mm

BLINDING (REFER TO TABLE ON
DRG 05005 FOR CODE/TYPE)

EXISTING REDUNDANT 305mm
DIAMETER DRAIN. (LEVEL
UNKNOWN) CONFIRMED BY
MORGAN SINDALL ON
02/09/2020 TO HAVE BEEN
REMOVED.

TOC = 27.100

250 THK RC WALL
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Issue/Revision

• Do not scale from this drawing. Work to figured
dimensions only.

• This drawing is to be read in conjunction with:
- AECOM Structural Specifications
- Design reports
- Survey and Interpretative Reports
- Project Specifications and Performance Specifications
- Health and Safety Hazard Register
- Relevant drawings and documentation issued by the architect,
engineers and specialists.

- Building Information Model (BIM)
- Movements and Tolerances Report

• All dimensions are in mm except levels which are in
metres and relate to [ordance datum].

• Any discrepancies shall be referred to the Designer before
work commences.

FOR PROPOSED WATERPROOFING OF CAPPING
BEAM AND LINING WALL TO SUIT PROPOSED
BASEMENT CONSTRUCTION METHODOLOGY
REFER TO DRG: MHA-ACM-00-XX-DR-SE-05001
AND SPECIALISTS DETAILS

REFER TO TYPICAL SLAB, PILE CAP AND
GROUND BEAM DETAILS FOR HEAVE
PROTECTION AS INDICATED ON DRAWING
MHA-ACM-00-XX-DR-SE-05005

FOR BASEMENT GA'S REFER TO THE FOLLOW
DRAWNGS:
MHA-ACM-00-B2-DR-SE-01000
MHA-ACM-00-B1-DR-SE-01001

FOR BASEMENT SECTIONS, ELEVATIONS AND
DETAILS REFER TO THE FOLLOWING
DRAWINGS:
MHA-ACM-00-XX-DR-SE-03000
MHA-ACM-00-XX-DR-SE-03001
MHA-ACM-00-XX-DR-SE-04001
MHA-ACM-00-XX-DR-SE-04002
MHA-ACM-00-XX-DR-SE-04003
MHA-ACM-00-XX-DR-SE-04004
MHA-ACM-00-XX-DR-SE-04005
MHA-ACM-00-XX-DR-SE-04008
MHA-ACM-00-XX-DR-SE-04010
MHA-ACM-00-XX-DR-SE-04030

REFER TO THE STRUCTURAL CONCRETE
SPECIFICATION FOR AREAS OF WATERPROOF
CONCRETE.

Rev. Date Description Drn/Chk/Apr
C1 27.07.20 CONSTRUCTION ISSUE MN/DW/DW

STAGE 4 REDESIGN
T1 23.10.20 ISSUED FOR TENDER RH/KSF/DW

FOR TYPICAL NOTES, PLEASE
REFER TO DRAWING 01001

MAIN CONTRACTORS FOR NEW BUILD SITE
AND EXISTING BUILDINGS SITE WORKS TO
COORDINATE INTERFACES BETWEEN NEW
AND EXISTING BUILDINGS, INCLUDING BUT
NOT LIMITED TO WATERPROOFING,
DRAINAGE CONNECTIONS, UNDERGROUND
TANKS, UNDERPINNING ETC.


