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Galvanised stainless steel ships ladder68.
RC concrete chimney enclosure67.
Galvanised stainless steel elephant grating inset with stainless steel birds mesh system66.
Natural stone clad concrete upstand65.
Anodised aluminium vertical ribs at 100mm centres64.
Metal edge profile capping detail63.

TVS CHIMNEY 

External grade paving62.
Integrated planter with with perimeter planting.61

anodised/ppc finish Balustrade vertical flats at 100mm centres with dark green 60. 
 anodised/ppc finish aluminiumHorizontal external solar shading dark green 59. 

Anodised aluminium double glazed unitised cladding system at 1.5m centres58.

COURTYARD CLADDING

Green roof57.
Stainless steel maintenance edge protection56.
Stone perimeter wall to match existing library55.
Double glazed roof light with metal external solar shading54.
Timber roof trusses with stainless steel tension rods and fixings53.
Metal edge profile52.
Double glazed frameless clerestory with internal shading as required51.
Black painted steel railings to match existing library50.
Anodised aluminium double glazed unitised cladding system49.
RC columns with expressed, painted, permanent steel formwork48.
Brickwork to match existing library47.

BLCC

Perimeter upstand to atrium roof with integrated louvre panels46.
Double glazed atrium roof with 40% frit45.
Stainless steel posts supporting glazing framing44.
Timber trusses with stainless steel tension rods and fixings43.

ATRIUM ROOF

Stainless steel extraction flues42.
Atrium bridge steel primary structure with CLT infill panels41.
DGU exterior facade curtain wall system at 3m centres40.
SGU internal facade with timber capping at 3m centres to link bridges39.
SGU internal facade with timber capping at 1.5m centres38.

ATRIUM FACADE
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MATERIAL DESCRIPTION

TVS VENT CHIMNEY
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ILLUSTRATIVE DETAIL STUDY0 1 2 3m

ELEVATION

SECTION

PLAN
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(62.5 - 2.5 = 60)NET FREE AREA @ Chimney Face = 60 sqm 

(assume 20% reduction in free area = 12.5 x 0.2 = 2.5 sqm)
TOTAL AREA OF MAINTENANCE WALKWAY = 12.5 sqm

TOTAL CHIMNEY INTERNAL FREE AREA  = 62.5 sqm

TOTAL FREE AREA @ LG Slab Interface = 54.5 sqm

approval process, to be applied for at a later date.
such infrastructure would be consented pursuant to a separate 

Vent area: the Vent shown is to be safeguarded for the provision 
Note: 
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TVS VENT ELEVATION01

1:501411

TVS VENT PLAN02

+22.4m AOD

1:501411

TVS VENT SECTION03

Ossulston St.

+18.7m AOD

LEVEL LG

+17.4m AOD

+67.610m  AOD

+63.310m  AOD

+59.510m  AOD

+55.710m  AOD

+51.350m  AOD

+47.240m  AOD

+43.130m  AOD

+39.020m  AOD

+34.910m  AOD

+30.800m  AOD

+25.000m  AOD

+20.950m  AOD

+18.700m  AOD

+17.400m  AOD

+11.500m  AOD

+5.775m  AOD

+0.050m  AOD


