
Panelled doors replaced with tounge and groove
timber doors and fanlightD08

New period square-section downpipeIW01

Temporary Boarding to window replaced with
tounge and groove timber panelling

Security screens removed. Door blanks replaced with
tounge and groove timber doorD08

Stone tile flooring

B09
Applied timber trussing removed where possible.
Paintwork removed, brickwork water washed by hand
and pointing carefully raked out, masonry repaired
where required with matching reclaimed bricks.

Repointing in lime mortar with flush joints

Double Glazed Glass Box RoofG01

Metal Baulstrade - Painted finishIW09

New opening in wall delineated with black
steel frame

Existing opening in wall delineated with black
steel frame

VENUE

VENUE

Store

Residential
Entrance Hall

New black steel staircase
with timber treads

Architectural steelwork frame

New platform lift clad in black steel
cladding

Existing opening infilled

Independant fire rated partition to provide
separatation between residential and venue
spaces

Independant fire rated partition

Existing opening infilled and clad with timber
panelling to match existing

New steelwork to support damaged
spine beam - Refer to structural
engineers details

Steelwork concealed with timber
panelling to match existing

Timber panelling refurbished/repaired

Existing fireplace

New SVP connection to existing drainage

(internally and externally)

Shop front carefully repaired and repainted, glazing
replaced and later addtions to stallriser removedSH01

Door blank removed and replaced with
new period panelled door. Upper
fanlight reglazed G01

New period panelled door

Independant partition

Independant partition

New steelwork to support damaged
spine beam - Refer to structural
engineers details

New period square-section downpipeIW01

B09
Paintwork removed, brickwork water washed by hand
and pointing carefully raked out, masonry repaired
where required with matching reclaimed bricks.

Repointing in lime mortar with flush joints

White glazed brick pier to
support 21 Denmark Place
facade above

New steel post to support fireplace/chimney above.
To be concealed with hardwood and concealed
behinf existing shopfront

Brick pier support bessemer beam. Brick to match
existing

BAR/RESTAURANT

WC's

New black steel staircase
with timber treads

New platform lift clad in black steel
cladding

Revised/New annotation (proposed works)
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Scale: 1 : 501 No. 26 Denmark Street Proposed Ground Floor Plan
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