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Floor trunking in existing
75mm floor build up for
permanent services - See
detail 2201-5-550
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High level hollow dado
for temporary cableways
- see sections and Detall
1 from 2201-5-551

Containment in roof AUDITORIUM

void for temporary )
cableways to circle at e j
high level - see Detail 3 3
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Permanent cableways 2653 N
in new high skirting - /8 \E=x \
see Detail 2 from 2201- = v . Existing box
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existing balustrade - See
detail 2201-5-551 . N
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New containment to new AV boxes
to follow same routes as existing
and be concealed in ceiling void
above as currently

AV boxes centred on buttresses -
final setting out TBC on site.
Colour to match wall finish
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system currently missing to allow
for safe access at H/L.
Colour to match wall finish

'L\ New anchor points for fall arrest
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{ New AV boxes recessed in
- buttresses void to de-clutter side

elevations from current face fixed
o services
Colour to match wall finish
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g Temporary and permanent
cableways in new high

| accessible skirting in lower
\| circle

Cableways to drop to dado
- in stalls below through circle
| slab
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Phase 2
- New front grilles set back
in front boxes

Ground level A
22.76

: New AV boxes to front balustrade
- faced fixed and centred on existing

‘ panels to de-clutter front balustrade
— from current exposed cableways/

services

‘ : Colour to match balustrade panels'

\ finish

New H/L containment route /
dado for performance
infrastructure services i.e.
speakers, theatre lighting

Permanentt fixing plates for .
speakers and lighting face fixed L | }C t |
on existing walls. L
Colour to match wall finishes L O b b >/ \
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2R Auditorium _Internal Section CC Floor trunking in existing 75mm /" ™\ Floor trunking in existing /1 ™\ /" 17\ Permanent cableways in

516 floor build up for permanent @ 75mm floor build up for @ W existing balustrade & new

services permanent services front IWB
i Job: 2201 Ambassadors Theatre
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