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KEY

KERBS & EDGING

K1. Road Kerb - Marshalls British Standard Gray

Bull nosed kerb 125 x 150 x 915, installed in

concrete hunching, specification section Q10.

K2. Paving Kerb - Terrakerb granite by AG

Professional 200 x 100 x 900 mm, colour Pearl,

installed in concrete hunching, specification

section Q10.

K3. Rain Garden  Kerb - Terrakerb granite by AG

Professional 200 x 100 x 900 mm, colour Pearl

installed with 100mm gaps between lengths to

allow gray water to flow into rain gardens,

specification section Q10.

WALLS

W1. Existing brick wall reduced to ground level

and new low concrete wall installed to heights as

shown on plan & specification section F10.

W2. Existing brick wall reduced to ground level

and rebuilt to form slope between new concrete

retaining wall and existing brick wall, to

specification section F10.

W3. New concrete retaining wall to engineers

specification.

W4. Existing brick walls retained.

PAVING & SURFACING

P1. Existing planting bed to be excavated and

replaced with compacted hardcore, prior to

installation of CORE Commercial Grid.

P2. CORE Commercial Grid 65-30 heavy duty

HDPE gravel stabilising system, size 1139 x 570

mm interlocking sheets, laid to manufactures

specification on prepared ground and 30mm

depth of 6-12 mm aggregate, different coloured

aggregate to be used to define temporary

parking bays, specification clause Q25.

P3. PC Concrete Paving Slabs -  Saxon Textured

- Natural by Marshalls, size 400x 400 x 50. Laid

in staggered bond, on a mortar bed and

compacted hardcore to specification section Q25

P4. PC Concrete Paving Slabs - Saxon

Textured-Natural by Marshalls, size 450 x 450,

600 x 450, 600 x 600, 900 x 300, 900 x 600 x

50mm.

Laid in informal bond, on mortar bed and

compacted hardcore to specification section

Q25.

LEVELS  KEY

+22.30 Existing levels

+22.30 Proposed levels

+ 22.30 Proposed soft landscape levels

+ TOW 22.30 proposed top of wall level

+ TOK 22.30 proposed top of kerb level

SOIL

T1. Certified top soil to BS3882 laid to a depth of

600mm.

 P2.

 B1.

 K1.
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 P4.

 K3.

 W1.

 K2.

 P3.

 W1.

 T1.

 P1.

 K1.

SITE FURNITURE

B1. Bin store - Metro STOR PBS3, size 1280 x

4570 x 1670 mm, specification section Q50.

FENCING

F1. Existing railings refurbished and reinstalled.

F2. Chestnut palling to all planting beds
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