CRACK IN EXISTING
MASONRY

6mm DIA STAINLESS STEEL HELIBARS PLACED IN 45mm
DEEP SLOT AND GROUTED WITH HELIBOND CEMENTOUS
GROUT BONDING AGENT TO BE INSTALLED IN
ACCORDANCE WITH HELIFIX SPECIFICATION FOR

MATERIAL AND WORKMAN SHIP.
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— 6mm DIA STAINLESS STEEL HELIBARS PLACED IN 45mm
DEEP SLOT AND GROUTED WITH HELIBOND CEMENTOUS
GROUT BONDING AGENT TO BE INSTALLED IN
I\CﬂiggﬁgiEx'ST'NG ACCORDANCE WITH HELIFIX SPECIFICATION FOR
MATERIAL AND WORKMAN SHIP.
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VERTICAL CRACK REPAIR DETAIL (TYPICAL)
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CORNER CRACK IN
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6mm DIA STAINLESS STEEL HELIBARS PLACED IN 45mm
DEEP SLOT AND GROUTED WITH HELIBOND CEMENTOUS
GROUT BONDING AGENT TO BE INSTALLED IN
ACCORDANCE WITH HELIFIX SPECIFICATION FOR
MATERIAL AND WORKMAN SHIP.
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CORNER CRACKIN
EXISTING MASONRY

——6mm DIA STAINLESS STEEL HELIBARS PLACED IN 45mm

DEEP SLOT AND GROUTED WITH HELIBOND CEMENTOUS
GROUT BONDING AGENT TO BE INSTALLED IN
ACCORDANCE WITH HELIFIX SPECIFICATION FOR
MATERIAL AND WORKMAN SHIP.

/A

1 |

NS

/

#

45

4

4

,

500 mm MIN

/)

AN

ELEVATION

-

300 mm
4 COURSES

300 mm
4 COURSES

-

CORNER CRACK REPAIR DETAIL (TYPICAL)
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CRACK IN EXISTING
MASONRY

6mm DIA STAINLESS STEEL HELIBARS PLACED IN 45mm
DEEP SLOT AND GROUTED WITH HELIBOND
CEMENTOUS GROUT BONDING AGENT TO BE
INSTALLED IN ACCORDANCE WITH HELIFIX
SPECIFICATION FOR MATERIAL AND WORKMAN SHIP.
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6mm DIA STAINLESS STEEL HELIBARS PLACED IN
45mm DEEP SLOT AND GROUTED WITH HELIBOND
CEMENTOUS GROUT BONDING AGENT TO BE
INSTALLED IN ACCORDANCE WITH HELIFIX
SPECIFICATION FOR MATERIAL AND WORKMAN SHIP,
CRACK IN EXISTING
MASONRY
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DIAGONAL CRACK REPAIR DETAIL (TYPICAL)

30 x 5 GALVANISED MILD STEEL TWISTED
LATERAL RESTRAINT STRAP ANCHORED TO
WALL USING 2No PLUGS AND SCREWS AND 3No.
SCREWS TO SIDE OF JOIST USING No 12
WOODSCREWS x 50 mm LONG.
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EXISTING EXISTING TIMBER JOISTS

EXISTING MASONRY WALL

RESTRAINT TO EXISTING WALL PARALLEL TO JOISTS
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RESTRAINT STRAP

MW

RESTRAINT TO EXISTING WALL PERPENDICULAR TO JOISTS

30 x 5 GALVANISED MILD STEEL TWISTED
LATERAL RESTRAINT STRAP ANCHORED TO
WALL USING 2No PLUGS AND SCREWS IN WALL
& SCREWED TO TOP OF JOIST 3 No TIMES
USING No 12 WOODSCREWS x 50 mm LONG.
PROVIDE 5mm NOTCH IN JOISTS TO RECEIVE

PROVIDE 50mm WIDE NOGGINS BETWEEN
FLOOR JOISTS AND TIMBER PACKING BETWEEN
WALL & FLOOR. (NAILED TO JOIST)

EXISTING EXISTING TIMBER JOISTS

EXISTING MASONRY WALL
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